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FEATURES 

 800 v to 35,000 volts in one instrument 

 Safety Switch Feature 

 LCD Meter  

 Audible and Visual Holiday Indicators 

 Military-style, locking PowerPak cable  

 Ergonomic Design, reduces user fatigue 
 Portable, belt worn unit 
 Rechargeable battery 

 
 
CONSTRUCTION 

• Rugged injection moulded resin case 
• Longer PowerPak cable  

• Form fitting design for wearing on hip or 
over the shoulder  

 
 
APPLICATIONS 
Check coatings on:  

• Pipelines  
o Internal  
o External 

 Tanks  

 Concrete 

 Sewers 

 Manholes 
 
 
 
 
 

 

RECOMMENDATIONS  
Specified and Approved on specs around the 
world 
Conforms to NACE International RP0188, 
RP0274, RP0490 
 

 
ENVIRONMENT 
-10°C to 50°C (14°F to 122°F) 
 
 

DIMENSIONS 
Shipping/Carrying Case:  
41” x 18” x 8”, 35lbs 
(1040mm x 457mm x 203mm, 15.87kg) 
Instrument:  
6.75” x 8.5”  x 3.5”, 8lbs  
(171.5mm x 216mm x 89mm, 3.62kg) 
 

 
 
 
KIT INCLUDES 
Instrument and Battery 
PowerPak and 5’ Cable  
Ground Cable, 20’ 
Wand and Extension Handles  
Battery Charger  
Celt  
Carrying Case  
Instructions 

 
 
WARRANTY 
90 Days, Parts and Labour  
 

 
 
 

Model AP/W High Voltage Holiday Detector Data Sheet 

 


